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Installation

In the trunk

We include a fixing kit to ensure the 
subwoofer remains securely mounted. Two 
types of installation are possible.

1. Rear seats must be positioned in their 
normal fixed position.  

2. Decide the best location possible that 
suits your automobile and space 
available. The best and most secure 
location for optimum sound quality is 
behind the rear seats,in the trunk floor 
(see Figure 1 ).   

3. Ensure the area for subwoofer location 
is clean and tidy. Any loose objects 
must be removed, as they could knock 
and damage the subwoofer. 

4. Once the location has been decided, 
mark the screw hole positions for the 
fixing brackets. 

5. Drill holes of 2 mm for the 4 fixing 
brackets, at your defined locations. 

6. Fix the clamps to the subwoofer case 
with the four screws M6*8 (the fixing 
clamps have a mounting direction 
system) see (Figure 2 & 3) 

25 mm 
supplied 
screws

Pre drilled 
mounting 
hole

4 mounting 
tabs

4 screws 
M6*8

Figure 2

Figure 3

Figure 4

Figure 1
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Troubleshooting testing
lf you experience operation or performance problems with this product, compare your installation 
with the electrical wiring diagram on the previous pages. lf problems persist, read the following 
troubleshooting tips which may help eliminate the problems.

Amplifier will not 
power up.

Check to make sure you have a good ground connection. 
Check that the Remote lnput {Turn-On) has at least 5VDC. 
Check that there is battery power on the (+) terminal. 
Check that there is at least 12v. 
Check all fuse, replace if necessary. 
Make sure that the Protection LED is not illuminated. lf it is lit, shut off the 
amplifier briefly, and then repower it.

Protection LED 
comes on when 
amplifier is 
powered up.

Check for short circuits on speaker leads. 
Turn down the volume control on the head unit to prevent overdriving. Remote 
speaker leads, and reset the amplifier. lf the Protection LED still comes on, then 
the amplifier is faulty and needs servicing.

Engine noise 
(static type).

This is usually caused by poor quality RCA cables, which can pick up radiated 
noise. Use only the best quality cables, and route them away from power 
cables.

Engine noise 
(alternator whine).

Check that the RCA grounds are not shorted to the vehicle chassis Check that 
the head unit is properly grounded.

Amplifier gets very 
hot.

Check that there is good air circulation around the amp. In same applications, it 
may be necessary to add and external cooling fan.

No output. Check that all fuses are OK. 
Check that unit is properly grounded. 
Check that the Remote lnput {Turn-On) has at least 5VDC. 
Check that the RCA audio cables are plugged in to the proper inputs.
Check all speaker wiring.

Low output. Reset the Level control. 
Check the crossover control settings.

High hiss in the 
sound.

Disconnect all RCA inputs to the power sub’s control panel. lf the hiss 
disappears, then plug in the component driving the amplifier and unplug its 
inputs. if the hiss disappears at this point, go on until the faulty noisy compo-
nent is found. It is best to set the amplifier’s input level control as low as 
possible. The best subjective signal-to-noise ratio is achieved in this manner. 
Try to set the head unit as high as possible



NOISE PROBLEMS

WHINING NOISE VARYING WITH 
ENGINE REVOLUTIONS: 

Do this:
1. Rewire the power supply (12 V) to source 

unit direct from battery.

2. Rewire ground wire from source unit to 
clean position on chassis.

3. Check all power connections to ensure 
that they are clean and tight.

4. Check quality of system ground connec-
tion.

5. Install a Power Cap capacitor. This can be 
helpful against most noise problems.

CONSTANT WHINING NOISE: 

Do this:
1. Ensure that all equipment has a common 

ground point.

2. Check quality of earth strap connection 
from battery negative terminal to chassis.

3. Disconnect signal cables from amplifier to 
see if noise disappears. If so the leads are 
picking up noise. Test this by laying a new 
cable over the seats and reconnecting to 
the amplifier. If the noise does not return, 
re- route original cable away from source 
of interference.If noise remains regardless 
of cable position, try to use so called 
Quasi-balanced signal cables. DLS 
PRO-cables are Quasi-balanced.

INSTALLING IN TRUNK
When installing the amplifier in the trunk, run 
the power wires along the same path as the 
other vehicle wiring. Many cars have insulated 
channels for wiring. you will have to remove 
the door sill trim and the carpet. 

SPEAKERS AND POWER WIRES
Do not run speaker and power wires next to 
each other. Power wires can generate a 
”siren” sound in the speakers. Run speaker 
and power wires on opposite sides of the car.

SPEAKER POLARITY CHECK

All speakers in a car audio system should be 
connected in phase (the same polarity). All 
speaker cones must move in the same 
direction. Out of phase speakers will cause a 
lack of bass, and a poor stereo soundstage. 

Checking polarity:
Hold the connection of the speaker wire to 
the terminal of a 1,5 Volt flashlight battery. 
Tap the + wire on to the + terminal of the 
battery, and observe the movement of the 
cone. The cone should move outwards when 
the wire touches the battery, and inwards 
when the battery is removed. If it is the other 
way around, the speaker has been 
connected backwards and it must be 
removed and connected correctly. If your 
system also has a subwoofer connected 
through a passive 6 or 12 dB crossover, try 
to connect this with various polarity and 
judge what sounds best. The phase shift in 
passive crossovers sometimes makes it 
necessary to change polarity.

NOTE! Tweeters can not be tested this way, 
double check the connections instead.
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1,5 Volt



The crossed-out wheelie bin symbol means that the product, literature and pac-
kaging included must be taken to separate collection at the end of their working 
life. Do not dispose of these products as unsorted municipal waste: take them 
for recycling. For info on your nearest recycling point, check with your local 
waste authority.

This product has been granted with the CE certification mark to show that the 
product follows the health, safety, and environmental protection standards for 
products sold within the European Economic Area (EEA).

DLS products complies with the relevant provisions of the RoHS 
Directive for the European Union. In common with all Electrical 
and Electronic Equipment (EEE) the product should not be 
disposed of as household waste. Alternative arrangements may 
apply in other jurisdictions.

            aideM eliboM naeporuE eht fo rentrap labolg a si SLD
Association, an organisation that focus on promoting the 
custom made mobile media installations to consumers. 

Product markings

We follow a policy of continuous advancement in development. For this reason all or part of 
specifications & designs may be changed without prior notice. We reserve for possible typos, 

factual or numeric errors that may have been printed on any products, package designs, 
user manuals and/or other included accessories.
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Specifications
MODEL
Power
THD
Signal-to-noise ratio
Frequency response
Input sensitivity, high level
Input sensitivity, low level
Low Pass Filter
Bass Optimize
Subsonic Filter
Fuse rating
Subwoofer
Dimensions (LxWxH) inches/mm

We follow a policy of continous advancement in development. For this reason all 
or part of specifications and designs may be changed without prior notice.

DLS ACW68
120 W RMS / 250 W max
Max <0.4 %
>90 dB
30 Hz-150 Hz
0.9 V
300 mV
50 Hz-150 Hz
-6 dB / +6 dB
30 Hz
15 A
6x8 inch, 2 ohm
11.4”/289,6 x 8.3”/209,6 x 2.9”/72,5


