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Component

Type

Impedance

Size

Subwoofer enclosure

Vehicle specific

 4 Ohm

RMS power

1x6.5” / 1x165mm

180W

MAX power 360W

SPECIFICATIONS

Component

Size

Impedance

RMS power

Subwoofer

6.5” / 165 mm

2+2 Ohm

MAX power

180 W

360 W

SUBWOOFER SPECIFICATIONS

COMPATIBLE CAR MODELS

Nissan  NV200  2009 – 2019 

Nissan  e-NV200   2014 – 2021

Car Model Year

Weight

Enclosure volume

The Cruise series brings you the DLS 
natural sound engineered for integration. 
Easy to install and the perfect upgrade 
from your OEM system.

Sensitivity 85 dB 1W/1M

Frequency range 25 Hz - 400 Hz

•Vehicle-specific enclosure for Nissan NV200 and 
  e-NV200, with a compact square footprint for flexible 
  placement when space is tight. 

•Cruise CRSB enclosures are tuned for true hi-fi 
  bass, adding low-end weight that stays natural and 
  controlled.

•6.5” DLS Cruise CR6D.2 subwoofer in a carefully 
  tuned reflex cabinet, delivering fast, low-distortion 
  bass that blends easily with the system.

•Warm and textured low-end bass, adding a solid 
  foundation without overpowering the rest of the 
  system.

•Compact, rigid construction with a discreet OEM- 
  style finish and a protective metal hex grille.

1x6.5” Subwoofer enclosure

CRSB-16NI1

274mm

230mm

261m
m

6.91 kg

9.6 litres


